
 

Light equipment Aalborg Kongres & Kultur Center - Aalborghallen:  
 
Frontlight:  
36 x Niethammer profile spot 2kw.  
 
Spots for suspension on stage:  
36 x ADB F202 Fresnel 2kw  
24 x ADB THH2002JHF Fresnel 2kw  
24 x ADB ACP1001 backdrops 1kw  

20 x ADB F101 fresnel 1kw  
70 x Par 64 single  
24 x Par 64 shortnose  
12 x Bar with 6 x Par 64  
20 x ETC Source 4 zoom 25-50 750w  
14 x ETC Source 4 zoom 15-30 750w  
04 x ETCSource 4 19’ 750w  
04 x ETC Source 4 36’ 750w  

10 x Source 4 junior zoom 575w  
08 x ETC Source 4 mini 50'  
04 x Robert Juliet 614SX 1,2kw  
 
Followspot  
2 x 2,5 kw Robert Juliat Aramis  
Placed on top of operators room in hall  
 
Light control system:  
ETC Eos Ti console with backup  
sACN network with multiple input and outputs  
City theatrical WL-dmx installed  
 
Dimmer system:  
174 channels of ETC Sensor+ 3kw dimmers.  
030 channels of ETC Sensor+ 5kw dimmers.  
108 channels of ETC smartpack 2,4kw dimmers.  
 
Smoke:  
01 x Swefog 3000 Hazer  
 
Power installation:  
Stage right:  
2 x 3x125A, 2 x 3x63A, 1 x 3x32A, 1 x 3x16A  
Stage left:  
1 x 3x125A, 1 x 3x63A, 1 x 3x32A, 1 x 3x16A  
Upstage maximum usage is 3x400A:  
3x400A powerlock, 4 x 3x125A, 4 x 3x63A, 1 x 3x32A, 6 x 13A  
For further information please contact Mark Strøm or Søren Kabbel Dalgaard at lys@akkc.dk 


